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Rugged EDA Cradles

The robust CarComm Rugged PDA/EDA Cradle is designed 
to keep your device in place and keep it charged so that it’s 
ready for use in- and outside your vehicle. 

The cradle provides reliable operation increasing the 
productivity of the operators, enabling to use the device as
needed, vehicle mounted or handheld. 

CarComm Rugged PDA/EDA Cradles, the best way to safely use 
your rugged handheld device in your vehicle.

For the Point Mobile PM80

Active Cradle
Retail Version 

Charging
Product Code:
CMPC-1400
Article number:
43101400

Integrated charger 2,5A
12Volt & 24Volt
Cigarette lighter plug
Window or Dashboard 
installation
Plug & Play
Suitable for hard-wired
installation

Package contents:
Cradle, Window mount, 
Suction cup, Swivel 
mount, Screw sets, 
In-line fuse, Surface 
cleaner, Installation 
guide

Active Cradle - Pro
Installer Version

Integrated charger 2,5A
12Volt & 24Volt
Cigarette lighter plug
Dashboard installation
Suitable for hard-wired
installation

Package contents:
Cradle, Swivel mount, 
Screw sets, Installation 
guide

Charging
Product Code:
CREC-700
Article number:
43800700
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Rugged EDA Cradles
For the Point Mobile PM80
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Electrical specifications
Power Input   : 12Volt & 24Volt
Power Output   : 5Volt - 2,5A max.
Connections   : Cigarette lighter plug with integrated 5A Fuse
        
        

Physical characterics :
Dimensions   : L 50mm x W 110mm x H 128mm
Weight    : 350gr

User environment
Operating temperature : -45°C to 85°C
Storage temperature  : -50°C to 100°C
Relative humidity  : 30% to 70% (non-condensing)


